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Disclosure  to  Promote  the  Right  To  Information 

Whereas  the  Parliament  of  India  has  set  out  to  provide  a  practical  regime  of  right  to 
information  for  citizens  to  secure  access  to  information  under  the  control  of  public  authorities, 
in  order  to  promote  transparency  and  accountability  in  the  working  of  every  public  authority, 
and  whereas  the  attached  publication  of  the  Bureau  of  Indian  Standards  is  of  particular  interest 
to  the  public,  particularly  disadvantaged  communities  and  those  engaged  in  the  pursuit  of 
education  and  knowledge,  the  attached  public  safety  standard  is  made  available  to  promote  the 
timely  dissemination  of  this  information  in  an  accurate  manner  to  the  public. 


Mazdoor  Kisan  Shakti  Sangathan 
"The  Right  to  Information,  The  Right  to  Live'' 


IS  1660-7  (1970):  Wrought  Aluminium  Utensils,  Part  VII: 
Box,  Lunch  [MED  33:  Utensils,  Cutlery  and  Domestic 
Hardware] 


Jawaharlal  Nehru 
'Step  Out  From  the  Old  to  the  New" 
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Satyanarayan  Gangaram  Pitroda 
Invent  a  New  India  Using  Knowledge 


Bhartrhari — Nitisatakam 
''Knowledge  is  such  a  treasure  which  cannot  be  stolen" 
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Indian  Standard 
SPECIFICATION  FOR  WROUGHT  ALUMINIUM  UTENSILS 

PART  VII     BOX,  LUNCH 


1.  Scope  —  Dimensions  and  other  requirements  for  aluminium  lunch  boxes. 

2.  Classification  —  The  lunch  boxes  shall  be  classified  as  follows: 

a)  Heavy, 

b)  Medium,  and 

c)  Light. 

3.  Materials 

Componen  t  Material 

Body,  lid,  inner  pot  and  brackets  Aluminium  or  aluminium  alloy  conforming  to   IS  : 

21-1959  'Specification    for    wrought    aluminium 
and  aluminium  alloy  for  utensils  ( second  revision )' 

Clips  Aluminium  alloy   wire   conforming   to    Designation 

HG9  of  IS  :  739-1966  'Specification  for  wrought 
aluminium  and  aluminium  alloys,  wire  ( for  general 
^  engineering  purposes  )  ( revised  )' 

Rivets'  Aluminium 

Gasket  and  rollers  Polyethylene 

4.  Shape  and  Dimensions  —  As  shown  in  Fig.  1.  May  be  altered  to  suit  the  requirements  of  the 
purchaser.  The.  nominal  thickness  of  sheet  and  permissible  reduction  therefrom  for  the  three  classes 
shall  be  as  given  ih  the  figui^. 

5.  Manufacture,  Workr^  Qship  and  Finish 
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5.1  Body  lid  and  inner  ^Lofflphe  lunch  box  shall  be  pressed  separately.  The  lid  shall  be  of  push-on 
type.  '  Clips' shall  be  providi^Jk^    :ure  the  lid  over  the  body. 

5.2  The  lunch  box  shall  have  rto^sharp  edgesS^Afs  construction  shall  be  such  that  it  is  possible  to  clean 
ft  thoroughly  and  all  surfaces  fot  cleaning  *re  accessible  to  hand  or  brush,  It  shall  be  free  from  distortion, 
dents,  wrinkles,  scratches,  pits,^eep^oolmarks  and  other  surface  defects. 

5.3  The  lunch  box,  if  anbclizet},  the  anodic  coating  shall  be  according  to  Grade  AC5  of  IS  :  1868-1968 
'Specification  for  anodic  coatings  on  aluminium  (first  revision)'.  The  method  of  testing  of  anodic 
coatings  shall  be  as  given  in  6.2  to  6.7. 

6*  Tests 

6.1  Performance  Test  —  Complete  lunch  box  shall  be  tested  for  effective  securing  of  the  lid  by  snapping 
the  clip  on  and  off  2  000  times.  After  the  test,  no  weakening  or  damage  to  the  securing  arrangement 
shall  be  observed. 

6.2  Thickness  of  Coating  — SM\  be  tested  according  to  2  of  IS  :  5523-1969 'Methods  of  testing 
anodic  coatings  on  aluminium'. 

^*Z  f^eshtance  to  Abrasion  — Hub  the  surface  2  to  3  times  with  emery  paper  [  Grit  180  of  IS  :  715- 
1968  'Specification  for  coated  abrasives,  glue  bound  { second  revision  )']  using  a  medium  finger  pressure. 
This  should  result  in  a  slight  trace  of  whitening  of  surface.  The  paper  shall  just  skid  over  and  not 
abrade  it. 

6.4  Seaf/ng  —  Shall  be  tested  as  specified  in  5.2  of  IS  :  5523-1969. 

6.5  Sait  Spray— The  coating  shall  withstand  spraying  for  15  hours  of  solution  containing  5  percent 
sodium  chloride,  and  1  percent  glacial  acetic  acid  with  pH  3*2  to  3'4. 
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SECTION   XX 


Thickness  of  Sheet  for  Body. 
Ltd,  Inner  Pot  and  Brackets 


Maximum  Permissibfe 
Reduction  in  Thickness 


Heavy  Medium  Ught  Heavy 

1  25  0  90  0  71  0  20 

All  dimensions  in  millimetres 
FIG.1  BOX,  LU^JCH,  ALUMINIUM 
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6.6  Continuity  of  Coating  — Cut  a  test  piece  (  10  x  5  cm  size)  from  the  anodized  lunch  box  and 
immerse  in  the  following  solutTon : 

Copper  sulphate  solution  20  g 

Hydrochloric  acid  (  22^  B'e  )  20  ml 

Water  1  litre 

No  black  spot  shall  appear  after  5  minutes. 

6.7  Ground  Nut  Oit  Test  for  Leakage  —  The  inner  pot  shall  be  filled  half  with  ground  nut  oil  at  room 
temperature.  The  box  shall  then  be  inverted  after  the  gasket  is  fixed  in  position  over  the  inner  pot, 
the  lid  put  on  and  clips  snapped  on.  No  appreciable  leakage  of  the  oil  from  the  inner  pot  shall  occur 
after  one  minute. 

7.  Marking  —  The  lunch  box  shall  be  suitably  marked  with  the  manufacturers  name,  registered  trade  ■ 
mark  or  identification  mark;  and  the  country  of  manufacture  The  impression  of  the  marking  shall  not 
show  up  on  the  instde. 

7.1  Certification  Marking  —  Details  available  from  the  Bureau  of  Indian  Standards. 

8*  Packing  —  The  lunch  box  shall  be  wrapped  in  soft  tissue  paper  and  packed  in  accordance  with  the 
trade  practice. 


Printed  at  The  Central  Electric  Press,  Delhi,  India 


